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Quesito 1 - Ambito: Manutenzione applicativa ITC, linguaggi di programmazmne WEB,
database :

1. Césa si intende per “portabilita del codice”?.

2. Cqsa si intende per “scalabilita del spftware”’?

3. Lo svilupbo software di piccoli applicativi: il rapporto con ['utente (o cliente) finale
4. Lo sviluppo software di piccoli applicativi: I'entrata in esercizio del software

5. Che cosa é una “quéry SQL" - Structured Qqery Language?

6. Qual & la differenza tra UNION e JOIN in SQL (Structure-d Quew Language)?

7. Principali caratteristiche del CMS Drupal
8. CSS, Html, Cms come entrano in gioco nella progettazione di un sito web
9. A cosa ci si riferisce quando si parla di amministrazione trasparente?

10. A cosa servono le linee gtjida per il design dei siti web delle PA
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politica di Backup?
2. Cosa ¢ una condivisione di rete?
3. Cos’¢ un Proxy Internet?
4. -Quali software utilizzeresti o hai utilizzato per il supporto remoto degli utenti?
5. Cosa ¢ il BIOS inun PC ?

6. In un ufficio di Help Desk, come gestire una richiesta di assistenza di un utente con

un problema di malfunzionamento alla sua stazione di lavoro?
7. Quali tipologie di server conosci?
8. Che cosa ¢ la porta Console e per cosa potrebbe essere usata?

9. Cosa ¢ il protocollo ICMP (Internet Control Message Protocol) e quali utility si

basano su di esso?--

10.Cosa ¢ un Tranceiver SFP e quali tipologie conosci?
WZN&WZOZI %{



| Quesifo 3 —Lingua Inglese

1.

converting RAW files into images using a computer.

All. 22 - 23/07/202

This new sensor and processor setup also offers improved expanded ISO capabilities. While the native
sensitivity range remains unchanged at ISO 100-51,200, the Canon 1D X Il offers a higher expanded ISC
up to ISO 409,600. According to Canon, a priority was put on capturing and resolving better shadow detai
with higher 1SOs. The new sensor and processor also display better dynamic range ‘and color noise
characteristics over its native ISO range than the original 1D X, especially at low to moderate 1SOs.

‘The Canon EOS-1D X Mark Il also brings over the flicker detection system of the 7D Mark II, which helps

avoid differing color and exposure within a frame, of during a burst of frames. ‘Though usually
imperceptible to the human eye, cameras. can often catch the on/off cycle of certain types of artificia

lighting, especially when shooting a fast burst of continuous frames.

The original 1D X had visible yet black:colored AF points in the viewfinder (they only illuminated red wher

-adjusting the -AF point). The AF point(s), however, remained black or non-illuminated during norma

shooting, which could make them difficult .to see, especially in darker shooting conditions. .The

reintroduction of red illuminated AF points is, thgrefore, a welcomed change.

Normally reserved for post-provcessing.after the fact on a computer for Canon EOS cameras, the ﬁew 1D X
Mark Il has a built-in Digital Lens Optimizer function. Borrowed from Canon's Digital Photo Professional
imaging software, the 1D X Il can riow apply lens-specific diffraction compensation as well as chromatic

-aberration correction, distortion correction and. peripheral illumination correction in-camera,

- This is potentially a big time-saver for thé professional photographer, especially news and/or studic

photographers who often rely on delivering finished files directly from the camera and soon after capture.
As part of the 4D X II's in-camera RAW processing, DLO corrections .can be applied- during. JPEG

conversions,.which is a much faster workflow than dumping'memory cards of images, sorting and then

In an interesting shift compared to the 1D X, the new 1D X Mark Il features one UDMA 7 CompactFlash
Type-1 slot and one CFast 2.0 slot rather than dual memory card slots of the same type. The newer CFast-
format memory cards, according to Canon, are seeing faster adoption rates in the marketplace compared
to other high-performance storage formats, such as XQD memory cards for example. -

While using either é'CF UDMA 7 card or CFast 2.0 card, the 1D X'Mark Il - claims to' have an unlimited

buffer capacity for JPEG files -- in other words, the buffer is limited- only by the capacity of the memory

card. In testing, we found this to be true for the CFast 2.0 card, while CF cards topped-up.after about 196
JPEG frames. . I -

With a CFast 2.0 card, the RAW buffer is a very generous 170 shots, according to Canon's numbers,
although we experienced practically unlimited RAW buffer capacity with this new memory, card format. (Be

. Sure to see ourfull Performance page for all the results with both memory card types and file formats.)

First full-frame camera with Dual Pixel CMOS AF - The updated 20-megapixel full-frame sensor in the 1D
X Il is more than just a standard CMOS chip with a higher resolution: it's the first full-frame sensor with
Canon's Dual Pixel CMOS AF technology. Dual Pixel CMOS AF with its on-chip phase-detect autofocus
sensors not only helps. for super-quick autofocusing for Live View still image shooting, but also for quick,
accurate and smooth AF operation for videos. - ‘

10. Video recording has been a staple of EOS cameras for years now, and.despite being a flagship EOS

camera, .the original 1D X was still lacking on a few sought-after video features. A prime example being, if

~ You needed video resolutions beyond 1080p, yomneeded to jump to the pricey Cinema EOS line with

either the similarly-sized 1D C or the top-of-the-line 0 video camera to get 4K video recording.
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