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QueSIto1 Ambito: Manutenzmne appllcatlva ITC Ilnguaggl dl programmaznone
WEB, database :

1.

2

| database: nozuone generale Cosa si lntende per database distribuito™?
1 database: nozrone generale, Cosa si intende per “data warehouse
Cosa si intende per “lOT: Internet of Th|ng”’7 Puo fare un esempio?

Come si possono condividere i dati gestltl da sistemi applicativi differenti i in modo che siano fruibili
agli altri applicativi? : - :

Linguaggi server side e client side: quali le.differenze?

Il linguaggio di programmazione Visual Studio: principali caratteristiche

. Tutela della privacy e siti web

| parametri principali di Google aha]yticé

- Cos’é I'html5?




@l\&% e 2.
GIORNO: 27 luglio martedi (9 domande)

1. Quali problemi potemmo avere nel memorizzare dati sensibili o da mantenere per tempi
prolungati in dischi SSD?

2. Differenze sostanziali tra protocollo HTTP e HTTPS?
3. Che cosa € un indirizzo IP e quali standard conosci?

4. Conosci almeno uno schema di collegamento per cavi di rete in base alla sequenza dei
colori?

5. Nei formati di compressione video conosci quali sono le caratteristiche principali?
6. Cosa ¢ un SSID in una rete WiFi?
7. Nelle politiche di backup cosa intendiamo per prova di Restore/Ripristino?

8. Quanti utenti possono assumere il ruolo di amministratore in un PC con sistema
operativo Microsoft?

9. Quale rapporto vedi tra Ransomware e Backup?
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Quesito 3 — Lingua Inglese

1.

With the Canon 1D X Mark Il, you can now shoot Cinema 4K video (4096 x 2160 aka DCI 4K) at up to
60fps, which is great for high-resolution footage of not only action, sports and other moving subjects, but
also pretty much anything else. The camera also offers DCI 4K video at 30fps (29.97), 24fps (23.98) and
true cinema-centric 24.00fps. (PAL frame rates.of 50p and 25p are also available.) Interestingly, there's no

“UHD (3840 x 2160) option.

4K wvideo is captured in Motion JPEG format, for all frame rates, and offers a high-quality bitrate of
approximately 800Mbps for 60p and 500Mbps for the lower framerates, according to Canon's specs. Given
the high data rates for 4K/60p footage, Canon recommends Using CFast memory cards for 4K capture.
The 1D X Il also offers a 4K Frame Grab option in Playback mode, which allows you to pull 8.8-megapixel
still images from a 4K video. :

For 1080p video, the Canon 1D X Mark Il is capable of a slow-motion-friendly 120fps, making it an even
more capable camera for a variety of filming scenarios. The 1080/120p video mode is only offered in .MOV
format with ALL-I compression for the best possible image quality (approximately 360Mbps bitrate). All
other 1080p video framerates in MOV mode are offered in ALL-l or the space-saving IPB compression
schemes. _

Full HD video is also available in the standard array of slower framerates, from 60fps (59.94) down to
23.98fps (and true 24.00fps for cinematic work, as well as PAL options). Mobile device- and web-friendly
.MP4 video is also offered at 1080p resolution in a variety of frame rates from 60p to 24p (and PAL) with
IPB compression. IPB Light compression (approx. 12Mbps) is also available for 1080/30p (or 25p) video.

Although some pro-level video features like focus peaking or zebras are still not available, and video
recording to an internal memory card has a maximum time limit of 29:59 per clip, the Canon 1D X Il does
offer clean, uncompressed 4:2:2 HDMI out with audio (with no time limitation when not recording
internally), but only at Full HD resolution. Simultaneous internal recording at up to 4K and 1080 HDMI
streaming is however possible.

Hands-on with the characteristically big & beefy 1D X Mark Il - As with other 1D-series cameras, the
Canon 1D X Mark [l is as rugged as they come for an EOS DSLR, and the build quality is top-notch. The
camera is built around a durable magnesium alloy chassis that features the highest level of dust and
weather-sealing that Canon offers on an EOS camera with higher-grade environmental protection than the
5D- and 7D-series cameras '

The look and feel of the Canon 1D X Mark Il is classic 1D-series quality. Yes, the camera is heavy at about
3.4 Ibs (1.53 kg) body-only, but its characteristic "built-like-a-tank" construction ensures it can withstand the
wear and tear of daily use that a professional photographer or videographer will throw at it. This camera is
built to last. :

One minor tweak to the external design is a slightly thinner handgrip. The camera's characteristic full-size
handgrip with integrated vertical grip can make for a rather thick handgrip, which can be a bit cumbersome
for users with smaller hands. ‘

Canon tweaked the design of the grip to be slightly thinner, making it easier to wrap your hand around the
camera. It's a very subtle change, but when comparing the 1D X Il to the original side-by-side, the new
design is noticeable and quite nice -- it's not drastic enough to negatively affect users with larger hands, in
our opinion, but it simply makes the camera all the more secure in the hand.




